
     

TECHNICAL DATA SHEET

POK SAS - 18 Cours Antoine Lavoisier - 10400 Nogent-sur-Seine - FRANCE
Phone: +33 (0)3 25 39 84 78 - Fax: +33 (0)3 25 39 84 90 - Email: export@pok.fr - Web: www.

pok.frFIREFIGHTING EQUIPMENT

FT
E_

LA
M

_0
19

30
_E

N
_A

 -
 14

/1
1/

20
17

  -
 C

op
yr

ig
ht

©
 P

OK
 S

AS
 -

 Il
lu

st
ra

ti
on

s 
ar

e 
on

ly
 in

fo
rm

at
iv

e

TURBOKADOR 500 - Nozzle with selectable flow rate and stream pattern, 500 lpm, inlet Instantaneous 2.5’’ male

Stem

Spinning teeth

Pistol handle with 
polyurethane cover

Head bumper guard made 
of polyurethane with 

tactile indicators for flow 
pattern

Flow rate adjustment 
ring with tactile indicator 

for max. position. Flush 
position on right stop.

Tip with selectable stream 
pattern: straight, attack 

and full fog diffusion spray 

Inlet coupling 
Instantaneous 2.5’’ male

Body made of aluminium 
alloy, with ball valve

Shutoff handle with 
polyurethane cover

POK SAS can supply each product with 
different couplings. Depending on your 

order the couplings can be different 
from the ones shown here.

CHARACTERISTICS

Code • 28649.BS336

Standard • EN 15182-2

Construction
Body • Aluminium alloy, hard anodisation

Head bumper guard, handles cover • Polyurethane

Screws and axles • Stainless steel

Hydraulic characteristics
Flow rate • 500 lpm @ 6 bar

Maximum working pressure • 16 bar

Test pressure • 25.5 bar

Stream pattern adjustment 
• By rotating head ring
• Straight stream, narrow spray (30°) or full fog diffusion spray (130°)

Flow rate adjustment
• By flow rate adjustment ring rotation
• 150, 250, 350 and 500 lpm - Flush

Shut-off • With ball valve, Ø25 mm

Mechanical characteristics

Inlet • Swivelling coupling Instantaneous 2.5’’ male
Note: A different coupling is available upon request. See our catalogue for more information on couplings.

Filter • Yes, stop particles larger than Ø 5 mm

Weight • 2,71 kg
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TURBOKADOR 500 - Nozzle with selectable flow rate and stream pattern, 500 lpm, inlet Instantaneous 2.5’’ male

2.71 kg321 mm

136 mm

127 mm

266 mm

FLOW RATE / PRESSURE CURVE

Full fog : throw (m)

Narrow spray : throw (m)

Straight stream : throw (m)

2.5 2.5 2.5 2.5

19 16 14 12

34 32 30 25

Pressure (bar)

D
éb

it
s

 (
lp

m
)


